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MATCH

223 REM.
308 WIN.

30-06 SPRING.
7,62 × 54 R

300 WIN. MAG.

BARNES – Bullet XLC
Homogenous all-copper bullet of X-bullet technology significantly increases probability of 
successful single-shot hunting. Four cutting edges help to fragment the bullet after the 
shot and they substantially increase its ability to wound. After the shot, the bullet remains 
compact and its residual weight amounts to almost 100 %.
The advantage of this bullet is the minimum possible damage caused to the game as only 
a small hematoma is created around the shot channel and there are no shell fragments in 
the body of the game. It is suitable for long distance hunting of hoofed game.

BARNES – Bullet TSX
A homogeneous bullet with no lead to fracture or separate, this deadly, controlled 
expanding bullet guarantees deep penetration – usually exiting the animals far side after 
creating massive hydrodynamic shock. Typically retains 100 percent of its original weight, 
even after smashing through dense tissue and heavy bone. The Triple-Shock X-bullet 
incorporates a series of precisely positioned rings cut into the bullet‘s body. These grooves 
relieve firing pressure, allowing the TSX to be safely loaded to higher velocities. Copper 
fouling is virtually eliminated.

SIERRA – Bullet SBT
SBT GameKing – Spitzer Boat Tail bullets are designed for hunting at long range, where 
their extra margin of performance can make the critical difference. GameKing® bullets 
feature a boat tail design to bring hunters the ballistic advantage of match bullets. The 
streamlined tapered base of the boat tail bullet greatly reduces drag, which results in 
higher retained velocity, greater striking energy, a flatter trajectory and less wind drift 
than comparable flat base bullets.

SB – Bullet PTS
The PTS bullet is the result of efforts of hunting cartridge designers to develop bullet 
with high wounding effects preserving concurrently excellent ballistic values. The bullet 
with lead core is covered with strengthening casing and furnished with polymer tip. 
Optimum shape enables the bullet to achieve higher speed and trajectory stability. These 
characteristics ensure excellent accuracy and wounding capability of the bullet that 
remains compact even at the moment of the strike, it does not shatter and it does not 
impair game. Together with Sierra and Barnes bullets, PTS bullets extend the range of rifle 
cartridges used for hunting and they extend possibilities of optimum choice for various 
kinds of use.

SB – Bullet SP
A semi-jacketed bullet consisting of a metallic jacket and a lead core. The lead core is 
bare in front. When hitting the target, it gets deformed and produces a mushroom-like 
shape, which enhances the lethal effect. It is used for most types of rifle cartridges and, 
depending on caliber weight, it is used for clawed game hunting in particular.

SB – Bullet FMJ
A full-jacketed bullet consisting of a lead core provided with a metallic jacket. Due to its 
rigid design, the bullet makes a smooth bullet hole in the tissue, because it does not get 
deformed when hitting the target. It is used for trophy game hunting and competition 
shooting.

SB – Bullet SPCE
A semi-jacketed bullet with a cut-trough edge in the jacket which partially locks the 
lead core at the same time. The bullet effect depends on the target resistance – it gets 
deformed in light game to a lesser extent than in heavy game. It is appropriate for clawed 
game hunting.

SB – Bullet HPC
Expanding capped bullet. A special-type bullet with an expansion hollow in its front part. 
The hollow is covered with a copper cap, which improves ballistic properties of the bullet. 
The bullet has a considerable fragmentation (expanding) effect deep in the target and is 
thus used for heavy vital game and beast hunting.

SIERRA – Bullet HPBT
A special-type expanding biogival bullet provided with a hollow in its front part and a 
lead core in a metallic jacket. It features excellent ballistic parameters and accuracy. It is 
appropriate for competition shooting and possibly for clawed game hunting.

TARGET

223 REM. • 308 WIN.
303 BRITISH

30-06 SPRING.
6,5 × 55 SE • 7,62 × 39
7,62 × 54 R • 8 × 57 JS

 

MATCH cartridges provided with HPBT bullets feature 
top accuracy and are designed for competition target 
shooting.

TARGET cartridges provided with FMJ bullets are 
disposable in bulk package and are appropriate for 
training shooting. 

Match and target



Rifle cartridges
Product Bullet Cartridge Velocity(m.s-1) Energy(J) Barrel Point of impact (cm) MRD Point of impact MRD (cm) Pcs Boxes Weight Recommended

No. No. Type Weight Weight Length length distance (m) distance (m) per per
grs g g mm V0 V100 V200 V300 E0 E100 E200 E300 mm 50 100 200 300 m 50 100 200 300 box case kg Ib  

22 HORNET SB33000 2901 FMJ 45 2,90 7,5 43,7 715 505 357 – 741 370 184 – 600 0,9 0 –35,1 – 126 2,6 3,3 –28,5 – 20 90 14,0 31,0
SB33001 2911 SP 45 2,90 7,5 43,7 715 505 357 – 741 370 184 – 600 0,9 0 –35,1 – 126 2,6 3,3 –28,5 – 20 90 14,0 31,0

222 REM. SB33010 2902 FMJ 50 3,24 11,1 52,5 966 831 715 615 1512 1119 828 613 600 -1,0 0 -9,3 -38,0 185 0,9 3,7 -1,9 -26,9 20 60 14,5 32,0
SB33012 2913 SP 50 3,24 11,1 52,5 980 795 645 523 1556 1024 674 443 600 -0,9 0 -10,8 -45,4 179 1,0 3,8 -3,1 -34,0 20 60 14,5 32,0

223 REM. SB33020 2903 FMJ 55 3,60 12,6 56,6 1006 872 757 656 1822 1370 1030 775 600 -1,1 0 -8,0 -33,2 193 0,7 3,6 -0,8 -22,5 20 50 12,5 27,5
SB33021 2914 SP 55 3,60 12,6 56,6 1006 872 757 656 1822 1370 1030 775 600 -1,1 0 -8,0 -33,2 193 0,7 3,6 -0,8 -22,5 20 50 13,0 29,0

5,6 × 50 R MAGNUM SB33030 2902 FMJ 50 3,24 12,7 58,7 1050 903 777 668 1786 1321 977 723 600 -1,2 0 -7,1 -30,6 199 0,5 3,5 -0,1 -20,1 20 50 14,0 31,0
SB33032 2913 SP 50 3,24 12,7 58,7 1050 852 691 561 1786 1176 774 510 600 -1,1 0 -8,7 -38,3 189 0,7 3,6 -1,4 -27,3 20 50 14,0 31,0

5,6 × 52 R SB33040 2904 FMJ 70 4,60 14,7 63,0 872 753 650 562 1749 1304 973 726 600 -0,6 0 -12,4 -48,2 170 1,3 3,8 -4,7 -36,7 20 25 9,0 20,0
SB33041 2915 SP 70 4,60 14,7 63,0 872 753 650 562 1749 1304 973 726 600 -0,6 0 -12,4 -48,2 170 1,3 3,8 -4,7 -36,7 20 25 9,0 20,0

243 WIN. SB33081 2921 SP 100 6,50 19,6 67,0 885 753 641 545 2545 1843 1335 966 600 -0,7 0 -12,5 -49,0 170 1,3 3,8 -4,8 -37,5 20 25 11,5 25,5
6,5 × 52 R SB33055 2925 SP 117 7,60 17,8 64,5 673 551 451 369 1721 1153 773 518 600 0,8 0 -27,8 -104,4 130 2,5 3,3 -21,2 -94,5 20 25 10,5 23,0
6,5 × 55 SE SB33052 2905 FMJ 140 9,10 23,5 78,0 787 723 664 610 2818 2378 2007 1694 600 -0,3 0 -13,8 -49,9 162 1,6 3,8 -6,2 -38,6 20 20 11,0 24,5

SB33050 2923 SP 131 8,50 23,0 75,3 793 705 627 557 2673 2112 1670 1320 600 -0,3 0 -14,8 -54,8 159 1,6 3,8 -7,2 -43,4 20 20 10,5 23,0
SB33051 2928 SP 140 9,10 23,5 75,3 814 724 644 573 2982 2359 1866 1476 600 -0,4 0 -13,8 -51,4 163 1,5 3,8 -6,2 -39,9 20 20 11,0 24,5

6,5 × 57 SB33062 2923 SP 131 8,50 21,6 77,0 775 691 617 550 2553 2031 1616 1286 600 -0,2 0 -15,6 -57,2 157 1,7 3,9 -7,9 -45,6 20 20 10,5 23,0
6,5 × 57 R SB33070 2923 SP 131 8,50 21,9 77,0 775 691 617 550 2553 2031 1616 1286 600 -0,2 0 -15,6 -57,2 157 1,7 3,9 -7,9 -45,6 20 20 10,5 23,0
270 WIN. SB33085 2927 SP 150 9,70 25,4 82,3 800 721 650 586 3104 2521 2048 1663 600 -0,4 0 -13,9 -51,2 162 1,5 3,8 -6,3 -39,8 20 20 11,0 24,5
7 × 57 SB33097 2955 FMJ 140 9,10 23,3 78,0 799 727 661 602 2873 2378 1969 1630 600 -0,4 0 -13,6 -49,7 163 1,5 3,8 -6,0 -38,4 20 20 11,0 24,5

SB33090 2931 SP 139 9,00 23,4 73,0 808 702 609 529 2938 2216 1671 1260 600 -0,3 0 -15,1 -56,7 159 1,6 3,9 -7,3 -45,2 20 20 10,5 23,0
SB33091 2932 SPCE 173 11,20 24,8 77,0 725 635 557 488 2944 2261 1737 1335 600 0,2 0 -19,4 -70,7 145 2,0 3,7 -12,0 -59,5 20 20 11,5 25,5
SB33092 2981 HPC 158 10,20 24,2 78,0 757 687 623 565 2923 2405 1979 1629 600 -0,1 0 -15,9 -57,1 155 1,8 3,8 -8,3 -45,7 20 20 11,0 24,5

7 × 57 R SB33105 2955 FMJ 140 9,10 23,4 78,0 799 727 661 602 2873 2378 1969 1630 600 -0,4 0 -13,6 -49,7 163 1,5 3,8 -6,0 -38,4 20 20 11,0 24,5
SB33100 2931 SP 139 9,00 22,8 73,0 808 702 609 529 2938 2216 1671 1260 600 -0,3 0 -15,1 -56,7 159 1,6 3,9 -7,3 -45,2 20 20 10,5 23,0
SB33101 2932 SPCE 173 11,20 24,8 77,0 725 635 557 488 2944 2261 1737 1335 600 0,2 0 -19,4 -70,7 145 2,0 3,7 -12,0 -59,5 20 20 11,5 25,5
SB33102 2981 HPC 158 10,20 23,7 78,0 757 687 623 565 2923 2405 1979 1629 600 -0,1 0 -15,9 -57,1 155 1,8 3,8 -8,3 -45,7 20 20 10,0 22,0

7 × 64 SB33116 2955 FMJ 140 9,10 23,4 84,0 845 768 698 634 3213 2654 2193 1811 600 -0,6 0 -11,7 -43,6 172 1,3 3,8 -4,1 -32,2 20 20 11,0 24,5
SB33110 2931 SP 139 9,00 23,0 81,5 856 739 637 550 3297 2455 1827 1360 600 -0,6 0 -13,1 -50,6 167 1,4 3,9 -5,4 -39,0 20 20 11,0 24,5
SB33111 2932 SPCE 173 11,20 25,7 82,5 770 681 603 534 3320 2600 2036 1595 600 -0,2 0 -16,2 -59,6 155 1,8 3,8 -8,6 -48,1 20 20 11,5 23,0
SB33112 2981 HPC 158 10,20 25,3 83,6 804 730 663 602 3297 2718 2241 1847 600 -0,4 0 -13,5 -49,3 164 1,5 3,8 -5,8 -37,9 20 20 11,5 25,5

7 × 65 R SB33125 2955 FMJ 140 9,10 23,7 83,6 871 789 715 647 3414 2801 2299 1886 680 -0,7 0 -10,8 -40,9 176 1,2 3,8 -3,3 -29,6 20 20 11,0 24,5
SB33120 2931 SP 139 9,00 23,4 81,2 883 753 642 548 3509 2553 1857 1351 680 -0,7 0 -12,4 -48,9 170 1,3 3,8 -4,7 -37,3 20 20 11,0 24,5
SB33121 2932 SPCE 173 11,20 25,4 82,5 795 699 614 540 3539 2735 2113 1633 680 -0,3 0 -15,2 -56,6 158 1,6 3,8 -7,5 -45,0 20 20 12,0 26,5
SB33122 2981 HPC 158 10,20 24,4 83,6 819 746 679 618 3421 2835 2350 1948 680 -0,5 0 -12,7 -46,8 167 1,4 3,8 -5,1 -35,3 20 20 11,5 25,5

7 mm REM. MAG. SB33271 2932 SPCE 173 11,20 29,9 80,0 848 785 726 672 4027 3451 2952 2529 600 -0,7 0 -11,0 -40,6 175 1,2 3,8 -3,4 -29,3 20 20 13,8 30,5
303 BRITISH SB33130 2909 FMJ 180 11,70 26,7 77,5 743 692 645 600 3229 2801 2430 2108 600 -0,1 0 -15,5 -54,7 155 1,8 3,7 -8,0 -43,5 20 20 12,0 26,5

SB33131 2939 SP 150 9,70 24,7 72,6 809 699 604 522 3174 2370 1769 1321 600 -0,3 0 -15,2 -57,5 159 1,6 3,9 -7,5 -46,0 20 20 11,0 24,5
30 CARBINE SB33265 2960 FMJ 110 7,10 12,8 42,6 607 458 346 261 1308 745 424 242 600 1,9 0 -43,0 -170,3 114 3,0 2,2 -38,6 -163,7 50 20 14,0 31,0
30-30 WIN. SB33035 2934 SP 150 9,70 21,3 64,0 728 588 476 384 2570 1679 1097 717 600 0,4 0 -23,8 -91,6 138 2,2 3,6 -16,5 -80,6 20 25 11,5 25,5
308 WIN. SB33140 2908 FMJ 147 9,55 23,5 70,8 856 780 710 647 3499 2902 2407 1997 600 -0,7 0 -11,2 -41,9 174 1,2 3,8 -3,6 -30,5 20 25 13,5 30,0

SB33142 2957 FMJ 180 11,70 26,0 70,5 735 678 625 577 3160 2689 2288 1947 600 0,0 0 -16,4 -57,9 153 1,9 3,8 -8,8 -46,6 20 25 14,5 32,0
SB33143 2937 SP 180 11,70 25,9 71,1 748 646 558 482 3273 2441 1821 1358 600 0,0 0 -18,7 -69,1 148 1,9 3,8 -11,2 -57,8 20 25 14,5 32,0
SB33141 2936 SPCE 150 9,70 24,0 68,0 840 745 661 586 3422 2692 2117 1666 600 -0,5 0 -12,8 -48,1 168 1,4 3,9 -5,1 -36,5 20 25 13,5 30,0
SB33144 2983 HPC 180 11,70 25,9 71,1 762 715 671 630 3397 2991 2633 2318 600 -0,2 0 -14,2 -50,3 160 1,6 3,8 -6,6 -38,9 20 25 14,5 32,0
SB33145 2200 HPBT 168 10,90 25,1 71,1 801 740 684 632 3497 2984 2547 2174 600 -0,4 0 -13,0 -46,9 166 1,5 3,8 -5,3 -35,5 20 25 14,0 31,0

30-06 SPRING. SB33161 2957 FMJ 180 11,70 27,2 82,5 815 760 709 661 3886 3379 2938 2555 600 -0,5 0 -12,0 -43,6 170 1,4 3,8 -4,4 -32,2 20 20 12,5 28,0
SB33162 2937 SP 180 11,70 27,2 83,4 825 740 664 595 3982 3203 2577 2074 600 -0,5 0 -13,0 -48,3 166 1,4 3,8 -5,4 -36,9 20 20 12,5 28,0
SB33160 2936 SPCE 150 9,70 25,1 80,0 880 770 674 590 3756 2876 2202 1686 600 -0,7 0 -11,6 -45,0 173 1,2 3,8 -4,0 -33,6 20 20 11,5 25,5
SB33163 2983 HPC 180 11,70 27,4 83,4 814 763 715 670 3876 3406 2992 2629 600 -0,5 0 -11,9 -43,0 170 1,4 3,8 -4,3 -31,7 20 20 12,0 26,5
SB33164 2200 HPBT 168 10,90 26,4 82,5 849 774 706 643 3928 3265 2714 2255 600 -0,6 0 -11,4 -42,6 173 1,3 3,8 -3,9 -31,3 20 20 12,0 26,5

300 WIN. MAG. SB33260 2200 HPBT 168 10,90 31,5 84,8 920 847 781 719 4613 3914 3320 2817 600 -0,9 0 -8,7 -33,5 188 0,9 3,6 -1,4 -22,6 20 20 14,5 32,0
SB33261 2935 SPCE 180 11,70 32,2 84,8 895 786 691 607 4686 3616 2791 2154 600 -0,8 0 -11,0 -42,6 176 1,1 3,8 -3,4 -31,2 20 20 14,5 32,0

7,62 × 39 SB33232 2907 FMJ 123 8,00 17,5 56,0 738 633 543 466 2179 1603 1179 867 600 0,1 0 -19,7 -72,9 146 2,0 3,8 -12,1 -61,6 20 50 12,5 28,0
SB33225 2943 SP 123 8,00 17,5 54,0 743 621 519 434 2208 1543 1078 753 600 0,2 0 -20,7 -78,2 144 2,0 3,7 -13,2 -67,0 20 30 12,5 28,0

7,62 × 54 R SB33245 2909 FMJ 180 11,70 26,2 75,0 786 725 669 617 3614 3075 2616 2226 730 -0,3 0 -13,7 -49,4 163 1,6 3,8 -6,0 -37,9 20 20 12,0 26,5
SB33246 2940 SP 180 11,70 26,2 73,0 800 687 590 507 3744 2761 2036 1502 730 -0,3 0 -16,0 -60,3 157 1,7 3,9 -8,2 -48,7 20 20 12,0 26,5
SB33247 2315 HPBT 174 11,30 25,8 77,1 797 730 668 612 3593 3011 2524 2116 730 -0,4 0 -13,5 -48,9 164 1,5 3,8 -5,8 -37,5 20 20 12,0 26,5

8 × 57 JR SB33176 2941 SP 196 12,70 27,2 78,0 710 607 519 444 3201 2340 1710 1250 680 0,4 0 -21,8 -80,4 140 2,1 3,6 -14,7 -69,6 20 20 12,0 26,5
8 × 57 JS SB33180 2910 FMJ 196 12,70 27,1 79,0 789 735 685 638 3953 3430 2977 2583 600 -0,4 0 -13,2 -47,4 165 1,5 3,8 -5,5 -35,8 20 20 12,0 26,5

SB33181 2945 SPCE 196 12,70 27,2 76,6 790 692 606 531 3963 3041 2333 1790 600 -0,3 0 -15,6 -58,1 157 1,7 3,8 -8,0 -46,6 20 20 12,0 26,5
SB33182 2986 HPC 196 12,70 27,1 80,0 783 712 647 589 3893 3219 2662 2201 600 -0,3 0 -14,4 -52,3 160 1,6 3,8 -6,8 -40,9 20 20 12,0 26,5

8 × 57 JRS SB33190 2945 SPCE 196 12,70 26,5 79,0 726 625 537 462 3347 2477 1834 1357 600 0,2 0 -20,3 -74,9 144 2,1 3,7 -12,9 -63,8 20 20 12,0 26,5
SB33191 2986 HPC 196 12,70 26,5 79,6 758 689 625 568 3648 3010 2484 2049 600 -0,1 0 -15,8 -56,7 155 1,8 3,8 -8,2 -45,3 20 20 12,0 26,5

8 × 64 S SB33195 2945 SPCE 196 12,70 27,2 83,0 810 700 605 523 4166 3112 2324 1735 650 -0,3 0 -15,2 -57,3 159 1,6 3,8 -7,5 -45,8 20 20 12,5 28,0
SB33196 2986 HPC 196 12,70 27,2 86,7 815 728 650 581 4218 3365 2685 2143 650 -0,4 0 -13,6 -50,5 164 1,5 3,8 -5,9 -39,0 20 20 12,5 28,0

9,3 × 62 SB33205 2952 SP 285 18,50 33,8 83,6 695 602 522 452 4468 3355 2519 1891 600 0,4 0 -22,2 -80,8 139 2,2 3,6 -15,1 -70,0 20 20 15,0 33,0
9,3 × 72 R SB33210 2951 SP 193 12,50 25,0 86,0 595 478 384 308 2213 1428 922 595 600 1,8 0 -38,6 -144,9 116 3,0 2,4 -33,9 -137,8 20 20 11,5 25,5
9,3 × 74 R SB33215 2952 SP 285 18,50 33,5 94,5 698 613 538 473 4507 3476 2681 2068 650 0,4 0 -21,3 -76,6 141 2,2 3,6 -14,0 -65,6 20 18 14,0 31,0

Product Bullet Cartridge Velocity(m.s-1) Energy(J) Barrel Point of impact (cm) MRD Point of impact MRD (cm) Pcs Boxes Weight Recommended
No. No. Type Weight Weight Length length distance (m) distance (m) per per

grs g g mm V0 V100 V200 V300 E0 E100 E200 E300 mm 50 100 200 300 m 50 100 200 300 box case kg Ib  
6,5 × 55 SE SB33053 26453 XLC 140 9,10 24,3 74,5 770 707 649 596 2689 2266 1910 1609 600 1,3 0 -17,7 -58,7 143 3,0 3,5 -10,7 -48,2 20 20 11,0 24,5

SB33290 26442 TSX 130 8,40 23,0 75,6 784 716 655 598 2582 2153 1802 1502 600 -0,3 0 -14,2 -51,3 161 1,6 3,8 -6,5 -39,8 20 20 10,5 23,0
270 WIN. SB33089 27754 XLC 130 8,40 25,0 82,3 850 802 756 713 3042 2705 2406 2140 600 0,8 0 -13,3 -43,8 190 2,7 3,8 -5,7 -32,4 20 20 10,5 23,0
7 × 57 SB33294 28444 TSX 140 9,10 22,8 78,0 793 732 676 624 2861 2438 2079 1772 600 -0,4 0 -13,4 -48,2 164 1,5 3,8 -5,7 -36,8 20 20 11,0 24,5
7 × 57 R SB33107 28455 XLC 140 9,10 28,8 78,0 800 743 690 641 2902 2504 2161 1864 600 1,1 0 -15,8 -52,2 150 0,9 3,6 -8,5 -41,3 20 20 10,5 23,0
7 × 64 SB33119 28458 XLC 160 10,40 25,3 84,0 800 743 690 641 3318 2863 2471 2132 600 1,1 0 -15,8 -52,2 150 0,9 3,6 -8,5 -41,3 20 20 11,5 25,5

SB33293 28446 TSX 160 10,40 25,3 83,5 823 773 726 683 3522 3107 2741 2426 600 -0,6 0 -11,4 -41,5 172 1,3 3,8 -3,9 -30,1 20 20 11,5 25,5
7 × 65 R SB33124 28458 XLC 160 10,40 25,3 83,6 800 740 684 632 3318 2836 2424 2072 680 1,1 0 -16,0 -53,0 149 2,9 3,6 -8,7 -42,1 20 20 11,0 24,5

SB33292 28446 TSX 160 10,40 25,0 83,6 823 762 705 652 3522 3019 2585 2211 680 -0,5 0 -12,0 -43,7 170 1,4 3,8 -4,4 -32,3 20 20 11,0 24,5
7 mm REM. MAG. SB33296 28446 TSX 160 10,40 28,9 81,5 873 813 757 705 3963 3437 2980 2585 600 -0,8 0 -9,9 -36,9 181 1,1 3,7 -2,4 -25,7 20 20 13,5 29,8
308 WIN. SB33148 30857 XLC 165 10,70 24,5 71,1 790 751 714 679 3336 3016 2762 2465 600 0,0 0 -15,4 -50,6 150 2,9 3,6 -8,1 -39,1 20 25 14,0 31,0

SB33149 30859 XLC 180 11,70 25,5 71,1 735 690 647 608 3150 2774 2444 2152 600 1,4 0 -18,6 -60,7 139 3,1 3,4 -11,9 -50,6 20 25 14,5 32,0
SB33295 30846 TSX 180 11,70 25,6 71,1 743 693 646 602 3229 2809 2441 2120 600 -0,1 0 -15,5 -54,5 156 1,8 3,8 -7,9 -43,2 20 25 14,5 32,0

30-06 SPRING. SB33166 30857 XLC 165 10,70 26,0 83,4 835 784 736 691 3727 3284 2893 2549 600 0,9 0 -14,0 -46,1 157 2,7 3,8 -6,5 -34,9 20 20 12,0 26,5
SB33167 30859 XLC 180 11,70 27,0 83,4 800 757 717 679 3731 3343 2996 2684 600 1,0 0 -15,1 -49,4 152 2,9 3,7 -7,8 -38,3 20 20 12,0 26,5
SB33291 30846 TSX 180 11,70 27,3 82,5 753 704 657 614 3317 2899 2525 2205 600 -0,2 0 -14,9 -52,4 158 1,7 3,8 -7,3 -41,1 20 20 12,0 26,5

300 WIN. MAG. SB33258 30857 XLC 165 10,70 30,7 84,8 940 888 838 792 4723 4213 3757 3351 600 0,5 0 -10,5 -34,9 177 2,4 3,9 -2,7 -23,3 20 20 14,0 31,0
SB33259 30859 XLC 180 11,70 31,5 84,8 890 846 804 765 4618 4174 3772 3409 600 0,6 0 -11,7 -38,6 169 2,5 3,8 -4,0 -27,1 20 20 14,5 32,0
SB33297 30846 TSX 180 11,70 31,6 84,8 894 814 740 674 4676 3876 3203 2658 600 -0,8 0 -9,9 -37,7 181 1,1 3,7 -2,4 -26,5 20 20 14,5 32,0

8 × 57 JS SB33187 32312 XLC 200 12,96 28,8 79,0 730 684 642 602 3424 3010 2646 2326 600 1,5 0 -19,0 -61,8 138 3,1 3,3 -12,3 -51,8 20 20 12,0 26,5
8 × 57 JRS SB33188 32312 XLC 200 12,96 27,0 76,6 698 647 600 556 3157 2713 2333 2003 600 0,2 0 -18,5 -64,3 146 2,1 3,7 -11,1 -53,3 20 20 12,0 26,5
9,3 × 62 SB33208 36605 XLC 250 16,20 36,3 83,6 715 661 611 565 4090 3495 2986 2552 600 1,6 0 -20,5 -67,4 134 3,2 3,2 -14,1 -57,8 20 20 14,0 31,0
9,3 × 74 R SB33212 36605 XLC 250 16,20 32,8 94,5 690 650 613 577 3809 3380 3006 2663 600 0,2 0 -18,2 -62,6 146 2,1 3,7 -10,9 -51,6 20 18 13,0 28,5

Rifle cartridges with Barnes bullets

Product Bullet Cartridge Velocity(m.s-1) Energy(J) Barrel Point of impact (cm) MRD Point of impact MRD (cm) Pcs Boxes Weight Recommended
No. No. Type Weight Weight Length length distance (m) distance (m) per per

grs g g mm V0 V100 V200 V300 E0 E100 E200 E300 mm 50 100 200 300 m 50 100 200 300 box case kg Ib  
6.5 × 55 SE SB33058 26302 PTS 140 9,1 24,2 74,50 785 742 701 663 2804 2505 2236 2000 600 -0,4 0 -12,8 -45,6 166 1,5 3,8 -5,2 -34,2 20 20 11,0 24,5
243 WIN. SB33078 24532 PTS 95 6,1 20,1 67,00 885 815 751 691 2389 2026 1720 1456 600 -0,8 0 -9,8 -37,1 181 1,0 3,7 -2,4 -25,9 20 25 11,5 25,5
270 WIN. SB33077 27402 PTS 150 9,7 25,4 82,30 810 777 746 716 3182 2928 2699 2486 600 -0,6 0 -11,3 -40,1 173 1,3 3,8 -3,7 -28,8 20 20 11,5 25,5
7 × 57 SB33099 28452 PTS 162 10,5 25,0 76,10 765 723 684 647 3072 2744 2456 2198 600 -0,3 0 -13,8 -48,5 162 1,6 3,8 -6,2 -37,1 20 20 11,0 24,5
7 × 64 SB33115 28452 PTS 162 10,5 26,1 83,00 800 761 725 689 3360 3040 2760 2492 600 -0,5 0 -11,9 -42,6 170 1,4 3,8 -4,4 -31,2 20 20 11,5 25,5
7 × 65 R SB33129 28452 PTS 162 10,5 25,6 83,60 815 765 717 673 3487 3072 2699 2378 600 -0,5 0 -11,8 -42,7 171 1,4 3,8 -4,2 -31,3 20 20 11,5 25,5
7 mm REM. MAG. SB33274 28452 PTS 162 10,5 29,7 82,60 870 833 797 763 3974 3643 3335 3056 600 -0,8 0 -9,1 -33,8 185 1,0 3,7 -1,8 -22,7 20 20 14,0 31,0
308 WIN. SB33153 30702 PTS 180 11,7 26,1 69,80 765 723 684 646 3424 3058 2737 2441 600 -0,3 0 -13,8 -48,6 162 1,6 3,8 -6,2 -37,2 20 25 14,5 32,0
30-06 SPRING. SB33174 30702 PTS 180 11,7 27,6 82,30 790 748 709 671 3651 3273 2941 2634 600 -0,4 0 -12,5 -44,6 167 1,5 3,8 -5,0 -33,2 20 20 12,0 26,5
300 WIN. MAG. SB33255 30702 PTS 180 11,7 31,9 84,84 895 861 828 797 4686 4337 4011 3716 600 -0,9 0 -8,2 -30,8 191 0,9 3,6 -1,0 -19,9 20 20 14,5 32,0

Rifle cartridges with PTS bullets

Product Bullet Cartridge Velocity(m.s-1) Energy(J) Barrel Point of impact (cm) MRD Point of impact MRD (cm) Pcs Boxes Weight Recommended
No. No. Type Weight Weight Length length distance (m) distance (m) per per

grs g g mm V0 V100 V200 V300 E0 E100 E200 E300 mm 50 100 200 300 m 50 100 200 300 box case kg Ib  
22-250 REM. SB33046 1365 SBT 55 3,60 16,1 59,4 1122 934 778 647 2266 1570 1088 754 600 0,2 0 -9,4 -35,2 186 2,1 3,9 -1,6 -23,5 20 25 9,5 21,0
6,5 × 55 SE SB33048 1730 SBT 140 9,10 24,2 76,0 723 672 624 580 2378 2053 1773 1531 600 0,0 0 -16,8 -58,8 151,0 1,9 3,7 -9,3 -47,5 20 20 11,0 24,5
7 × 57 SB33098 1940 SBT 175 11,35 25,0 78,0 735 685 639 596 3066 2665 2316 2013 600 -0,1 0 -15,9 -55,9 154,0 1,8 3,8 -8,4 -44,6 20 20 11,5 25,5
7 × 57 R SB33106 1940 SBT 175 11,35 25,0 78,0 735 685 639 596 3066 2665 2316 2013 600 -0,1 0 -15,9 -55,9 154,0 1,8 3,8 -8,4 -44,6 20 20 11,5 25,5
7 × 64 SB33118 1940 SBT 175 11,35 25,9 84,0 769 713 661 613 3356 2885 2480 2132 600 -0,3 0 -14,3 -51,2 160,0 1,6 3,8 -6,7 -39,8 20 20 12,0 26,5
7 × 65 R SB33127 1940 SBT 175 11,35 25,6 83,6 790 743 698 656 3542 3129 2765 2442 680 -0,4 0 -12,8 -45,8 166,0 1,5 3,8 -5,2 -34,4 20 20 12,0 26,5
308 WIN. SB33137 2160 SBT 180 11,70 26,0 71,1 754 699 648 601 3327 2860 2459 2114 600 -0,2 0 -15,1 -53,6 157,0 1,7 3,8 -7,5 -42,2 20 25 14,5 32,0
30-06 SPRING. SB33173 2160 SBT 180 11,70 27,4 82,7 786 723 664 610 3618 3056 2581 2180 600 -0,3 0 -13,8 -49,9 162,0 1,6 3,8 -6,2 -38,5 20 20 12,5 28,0
300 WIN. MAG. SB33263 2165 SBT 200 12,96 33,3 84,8 845 818 792 767 4627 4339 4070 3817 600 -0,7 0 -9,7 -34,9 181,5 1,1 3,7 -2,2 -23,8 20 20 15,0 33,0
8 × 57 JS SB33185 2420 SBT 220 14,26 28,6 79,0 748 689 652 608 3989 3476 3029 2639 600 -0,2 0 -15,2 -53,5 157,0 1,7 3,8 -7,6 -42,1 20 20 12,5 28,0
8 × 57 JRS SB33194 2420 SBT 220 14,26 28,6 79,0 697 658 621 586 3464 3084 2747 2446 600 0,2 0 -17,7 -60,9 148,0 2,0 3,7 -10,3 -49,9 20 20 12,5 28,0

Rifle cartridges with Sierra bullets


